Portable Truck Unloader
Portable 48” Low Profile Truck Unloader

Main Frame and Chassis
- Tandem Axle
- Heavy Duty Steel Tubing Frame
- (8) 11R x 22.5 radial tires
- Brakes
- Lights
- Mudflaps
- Crank Down Landing Jacks

Load Area
- 10’ x 5’ Heavy Duty Flat Bar Grate
- Self Cleaning Hydraulic Ramps
- 10’ x 5’ Ramp Bulkhead
  - Heavy Duty Hinges
  - Folds For Road Transport

48” Discharge Conveyor
- Hydraulic Raise and Lower
  - 11’2” Max Discharge Height
- Dual Head Drive
- (2) 25 hp 1800 rpm Motors
- Capacity: 1,000 tph
  - based on 100 lbs per cu/ft material
    1.5 minus
- Belt Speed: 225 fpm
- 3 Ply Belting with Vulcanized Splice
- Discharge Hood with AR Liners
- Adjustable Flow Control Slide Gate
- Belt Scraper

Features
- (1) Coat 2 part Urethane Paint
- (1) Coat 2 part Urethane Primer
- Steel Shot Blasted
- Appropriate Guarding
- Wireless Remote Control
- (2) Owner’s manual for start-up and maintenance

Options
- Switchgear
  - NEMA 4 Enclosure
- Hydraulic Jacks
- Continuous Cycling Hot Climate
- Hydraulic Protection
- Genset
- Grate Sizes
- Intraflo Autolube System
**BENEFITS OF MASABA**

Masaba Truck Unloaders are the toughest drive-over truck unloaders on the market. Built with a Heavy Duty Steel Tubing Frame (1), Masaba Truck Unloaders will stand up to rough travel conditions. Hydraulic Ramps (2) allow for easy placement in your operation and remove the need for earthen ramps. The 48” Discharge Conveyor (3) comes with an AR Lined Discharge Hood making the Masaba 72” Truck Unloader perfect for feeding a stacker or other equipment in your spread.

---

**Self Cleaning Hydraulic Ramps**

**48” Discharge Conveyor with Discharge Hood**

**48” 3-Ply Belting Vulcanized Splice**

---

King Pin Weight: 14,440 lbs  
Axle Weight: 25,590 lbs

*NOTE: Listed weights are not exact. Actual weights will vary based on options*