Portable Bin Feeder
Portable 25 Ton Surge Bin

Main Frame and Chassis
- Single Axle Chassis
- Heavy Duty Wide Flange Beam Frame
- (8) 11 x 22.5R radial tires
- Brakes
- Lights
- Mudflaps

Hopper
- Volume: 22 cubic yards
- Constructed from 1/4" mild steel
- 3/8" AR Liners
- 8" x 8" x 3/4" Angle Baffle
- Adjustable gate with Manual Crank
- Square tube supports to chassis

Features
- (1) Coat 2-part Urethane Primer
- (1) Coat 2-part Urethane Paint
- Steel-shot blasted
- (2) Owner’s manual for start-up and maintenance
- (2) Crank Down Landing Jacks
- Lifting Eyes

Options
- Switchgear
  - NEMA 4 Enclosure
  - Variable Frequency Drive

Syntron Vibratory Feeder
- Model: MF-200-C
- 36” x 72”
- Single Drive
BENEFITS OF MASABA
The Masaba Portable 25 Ton Surge Bin combines Masaba toughness and mobility. This unit features a 22 cubic yard Hopper (1) supported by Heavy Duty Square Steel Tubing (2). Under the hopper sits a 36” x 72” Syntron Vibratory Feeder (3). Once in position, this portable surge bin easily tips into the upright, operational position.

King Pin Weight: 7,160 lbs
Axle Weight: 13,050 lbs

*NOTE: Listed weights are not exact. Actual weights will vary based on axle configuration, options, etc.*